
Mini Trebuchet Kit

         PARTS 

counterweight!
box

A-frames trough arm & axles

START by separating !
all the trebuchet parts !
into the following groups.

* When gluing the box sides,!
place the largest box piece !
and a hanging arm on this !
diagram to ensure proper !
alignment. This diagram is !
to-scale.



!

eye!
bolts

1 inch

4) Build two box sides. Use the diagram !
on the reverse side. *

largest box piece

5) Build the counterweight box

6) Attach the trough!
to the A-frames

8) Insert the !
long axle!
through the A-frame, !
clear sleeves, and throwing arm!  ! !
IMPORTANT: Glue the axle to the !
A-frames, but do not glue the axle to!
the throwing arm or to the clear sleeves. 

3 eye bolts!
aligned

7) Screw the eye bolt!
into the arm

pre-drilled hole

!

throwing!

arm

axle

2) Build the trough

!
Use a tape measure !
to center the hanger!
arms on the box sides

9) Insert the short axle as shown below  !
 !
IMPORTANT: Glue the !
axle to the box arms, !
but do not glue the !
axle to the!
throwing arm. 

Temporarily!
place the short axle through!

the box hanger arms to align the holes.!
Do not glue the axle. Remove the axle after aligned.

3) Build two A-frames

Be sure to place the!
angled pieces on!
the wider side!
of the base!
pieces

angled!
piece here

base

1) Screw in two eye bolts

keep the pre-drilled holes!
in the higher position

Mini Trebuchet Kit
INSTRUCTIONS

NOTE: Use wood glue (provided) to connect all wooden parts.  Allow !
1 hour for glued sections to dry before moving them. You can build !
other parts of the trebuchet while waiting for sections to dry.


